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7 \'%‘\ (3) RUBBER & WIRE TIES

SEE SPECIFICATIONS

ROOTBALL- SET CROWN 1" ABOVE
FINISH GRADE

GORILLA HAIR MULCH IN BASIN
WATERING BASIN

EXCAVATE PLANTING PIT TO 2x THE
WIDTH AND DEPTH OF THE ROOT BALL
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BACKFILL MIX (SEE SPECS )
UNDISTURBED NATIVE SOIL

- WIND

2" LODGEPOLE STAKE WITH
RUBBER TIES- (6) PER TREE

6'
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| t-/_ RUBBER TIES- (6) PER TREE 5 | et

ROOTBALL- SET C=Owit ¢ aBOVE
FINISH GRADE

3" PERFORATED PVC DEEP WATERING
SLEEVES (2. FILL WITH DRAIN ROCK &
WRAP WITH FILTER FABRIC

- EXCAYATE PLANTING PIT TO 2x THE
WIDTH AN : DEPTH OF THE ROOTBALL

SCARIFY SIDES OF PIT
BACKFILL MIX (SEE SPECS.)
UNDISTURBED NATIVE SOIL

TREE STAKING DETAIL

{3) RUBBER & WIRE TIES
SEE SPECIFICATIONS

WATERING BASIN

TREE PLANTING ON SLOPE DETAIL

NOTE: THERE ARE NO SLOPES GREATER THAN 2:1 IN THE
PERIMETER PLANTING AREA.

GENERAL NOTES

1. THE WORK SHALL INCLUDE ALL LABOR AND MATERIALS NECESSARY TO FULLY COMPLETE
THE WORK IN ACCORDANCE WITH THESE DRAWINGS.

PLANTING NOTES

1.

2. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS REQUIRED TO COMPLETE THE
INSTALLATION OF THIS PROJECT. THE WORK SHALL CONFORM TO ALL GOVERNING CODES,

ORDINANCES AND REGULATIONS.

3. THE CONTRACTOR SHALL INSPECT AND BE FAMILIAR WITH SITE CONDITIONS. ANY
DISCREPANCIES BETWEEN OBSERVED SITE CONDITIONS AND THE DRAWINGS SHALL BE
BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE.

4. THE CONTRACTOR SHALL NOTIFY “UNDERGROUND SERVICE ALERT” (800) 642-2444, 48
HOURS PRIOR TO EXCAVATION TO LOCATE ALL UTILITIES. PROJECT EXISTING UTILITIES TO
REMAIN.

5. THE CONTRACTOR SHALL VERIFY ALL DISTANCES AND DIMENSIONS IN THE FIELD AND
BRING ANY DISCREPANCIES TO THE ATTENTION OF THE OWNER.

AND SHRUBS.
6. THE OWNER'S REPRESENTATIVE SHALL APPROVE THE LAYOUT OF THE ARBOR PAD AND

PATHS TO THE PAD PRIOR TO POURING CONCRETE.

7. THE CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGES TO EXISTING UTILITIES, PAVING,
STRUCTURES, OR PLANT MATERIAL TO REMAIN AND SHALL MAKE ALL NECESSARY REPAIRS
AT NO COST TO THE OWNER.

8. ALL DEBRIS AND ACCUMULATION OF DEBRIS DURING THE CONSTRUCTION PERIOD SHALL
BE REMOVED FROM THE SITE AND THE AREA SHALL BE LEFT CLEAN AND IN A CONDITION
ACCEPTABLE TO THE OWNER.

9. DEAD BRANCHES AND LITTER FROM UNDER THE EXISTING TREES SHOULD BE REMOVED IN
ACCORDANCE WITH MORAGA-ORINDA FIRE DISTRICT REGULATIONS.

RAKE SMOOTH.

10. THE HOURS OF “CONSTRUCTION” FOR THE IRRIGATION SYSTEM AND PLANTING SHALL BE
FROM 8:00 AM. TO 5:00 P.M. IN ACCORDANCE WITH THE TOWN OF MORAGA NOISE
ORDINANCE.

PLANTS.

11. THE APPLICANT AND THEIR CONTRACTORS SHALL BE RESPONSIBLE FOR PREVENTING
SPILLS OF ANY SOIL AND PLANTING MATERIALS ON TOWN STREETS. IF ANY SPILLS OF
DEBRIS OCCUR, THEN THE APPLICANT WILL BE HELD RESPONSIBLE FOR THE IMMEDIATE

CLEANUP OF THE SPILL AND REPAIR OF ANY DAMAGE THAT MAY HAVE BEEN DONE TO THE 8. MINIMUM CONTAINER PLANT SIZE:

STREET. THE CORRECTION OF THE PROBLEM SHALL BE MADE TO THE SATISFACTION OF 1 GALLON SHRUB 1'x1
THE TOWN ENGINEER. 5 GALLON SHRUB 1% x1%
15 GALLON TREE 6 x2 %

12. EVERY ATTEMPT SHALL BE MADE TO SAVE'THE EXISTING OAK TREES BETWEEN LOT 1 AND
30 BAITX DRIVE. IF THE GRADING REQUIRES THE REMOVAL OF THE OAK TREES, THEY
SHALL BE TRANSPLANTED AS AGREED BETWEEN THE APPLICANT AND THE OWNER OF 30

BAITX DRIVE.

FINISH GRADING

RAKE SMOOTHLY AND EVENLY. FINISH GRADE SHALL BE A SMOOTH, EVEN, AND UNIFORM
PLANE WITH NO ABRUPT CHANGE OF SURFACE. SURFACE DRAINAGE SHALL BE DIRECTED
AWAY FROM BUILDINGS IN ACCORDANCE WITH THE INDIVIDUAL PLOT PLANS PREPARED BY
RMR DESIGN GROUP. ALL FLOW LINES, DESIGNATED OR NOT, SHALL BE GRADED AND
MAINTAINED TO ALLOW FREE FLOW OF SURFACE WATER AND SHALL CONFORM TO THE
ANTENT OF THE DRAWINGS AFTER THOROUGH SETTLEMENT AND COMPACTION OF SOILS.
LOW SPOTS AND POCKETS SHALL BE GRADED TO DRAIN PROPERLY. ASSURE 2% MINIMUM
SURFACE SLOPE AWAY FROM BUILDINGS. REMOVE AND DISPOSE OF EXTRANEOUS
MATTER OFF SITE.

24" BOX 5'-6" x 3'-6"

DEEP ROOT PARTNERS, L.P.
345 LORTON AVE., SUITE 305 ;
BURLINGTON, CALIFORNIA 94010

(415) 344-1464 OR (800) ILV-ROOTS

INSTALLATION DETAILS FOR PLANTING ARE LOCATED IN THE SPECIFICATIONS.

2. ALL WORK SHALL BE PERFORMED BY PERSONS FAMILIAR WITH PLANTING WORK UNDER
THE SUPERVISION OF A QUALIFIED PLANT FOREMAN.

3. CONTRACTOR SHALL INSPECT AND BE FAMILIAR WITH SITE CONDITIONS. ANY
DISCREPANCIES WHICH EXIST BETWEEN OBSERVED SITE CONDITIONS AND THE DRAWINGS
SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE.

4. PLANT MATERIAL LOCATIONS ARE DIAGRAMMATIC, UNLESS OTHERWISE NOTED, AND ARE

SUBJECT TO CHANGE IN THE FIELD BY THE OWNER'S REPRESENTATIVE. THE OWNER'S
REPRESENTATIVE RESERVES THE RIGHT TO MAKE SUBSTITUTIONS, ADDITIONS, AND
DELETIONS IN THE PLANTING SCHEME WHILE WORK IS IN PROGRESS.

5. ALL EXISTING TREES AND SHRUBS TO REMAIN SHALL BE PROTECTED FROM DAMAGE DUE
TO MACHINERY AND / OR TRENCHING. DO NOT RAISE SOIL LEVEL AROUND EXISTING TREES

6. SOIL PREPARATION: THE FOLLOWING SOIL PREPARATION METHOD SHALL BE FOR BASE BID
PURPOSES ONLY. THE CONTRACTOR SHALL PERFORM A SOIL FERTILITY TEST ON A
REPRESENTATIVE SOIL SAMPLE TAKEN FOR THE SITE. THE CONTRACTOR SHALL MODIFY
THE SOIL PREPARATION METHOD AS RECOMMENDED BY THE TEST RESULTS AND
APPROVED BY THE OWNER'S REPRESENTATIVE. TEST SHALL BE PERFORMED BY SOIL &
PLANT LABORATORY, INC., P.O. BOX 153, SANTA CLARA, CA 95052, TEL. (408) 727-0330.

PLANTING AREAS SHALL BE TILLED TO BE DEPTH OF 6". INCORPORATE A 2" LAYER
OF NITRIFIED REDWOOD SAWDUST AND 10 LBS. OF 11-8-4 COMMERCIAL FERTILIZER
PER 1000 SQUARE FEET. REMOVE DEBRIS AND ROCKS 2" OR LARGER IN DIAMETER.

INSTALL PLANT MATERIALS IN ACCORDANCE WITH PLANTING DETAILS. BACKFILL
MIX CONSISTS OF 3 PARTS EXISTING SOIL TO 1 PART NITRIFIED REDWOOD
SAWDUST, FULLY BLENDED. FERTILIZER TABLETS SHALL BE 21 GRAM AGRIFORM
TABLETS (20-10-5); APPLY AT MANUFACTURER'S RECOMMENDED RATES TO ALL

7. ON SLOPES EXCEEDING 3:1, PREPARE PLANT PITS ONLY (NOT ENTIRE PLANTING BED).

OWNER'’S REPRESENTATIVE HAS THE RIGHT TO REJECT PLANT MATERIAL IF IT DOES NOT
MEET MINIMUM PLANT SIZE. ALL PLANT MATERIAL MUST BE IN HEALTHY CONDITION.

9 . INSTALL TREES CLOSER THAN 5' TO THE HARDSCAPE WITH A “DEEP ROOT” PLANT BARRIER
#UB 24-2 OR APPROVED EQUAL ON CURB AND/OR SIDEWALK SIDE ONLY. BARRIER SHALL
HAVE %" - %" HIGH RAISED VERTICAL RIBS ON THE INNER SURFACE, SPACED NOT MORE
THAN 8" APART. CHECK MANUFACTURER'S CALCULATOR CHART FOR NUMBER OF PANELS
REQUIRED FOR EACH SIZE TREE. AVAILABLE THROUGH:

NTS

Finish grade

Watering basin

> R 2

SHRUB PLANTING ON SLOPES 3:1
No scale

Note: Tiani Lioww e ooumn o 2 x widtn & 2 x height of root ball.
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Backfill mix
(see specs)
Rootball

Roughen sides & bottom
of rootball & plant hole

SHRUB PLANTING ON SLOPES LESS THAN 3:1
No scale

SHRUB PLANTING DETAWL

10. CONTRACTOR WILL BE RESPONSIBLE FOR ANY DAMAGE DONE TO TREE TRUNKS DURING
MAINTENANCE. “ARBOR-GARD” TREE TRUNK PROTECTORS MAY BE USED ON TREES IN TURF
AREAS IF DESIRED.

11. IT IS THE CONTRACTOR’'S RESPONSIBILITY TO LOCATE AND/OR ENSURE AVAILABILITY OF
ALL PLANT MATERIAL SPECIFIED ON THE PLANS BEFORE ANY INSTALLATION IS BEGUN. IF
ARRANGEMENTS NEED TO BE MADE TO TIE UP PLANT MATERIAL THIS MUST BE BROUGHT
TO THE IMMEDIATE ATTENTION OF THE OWNER AND THE LANDSCAPE ARCHITECT, SO THAT

ANY ISSUES POTENTIALLY AFFECTING CONTINUITY AND DESIGN INTENT MAY BE RESOLVED
IN A TIMELY MANNER.

12. CONTRACTOR SHALL MAINTAIN SITE FOR 30 CALENDAR DAYS FOLLOWING ACCEPTANCE OF

THE WORK BY OWNER, AND SHALL MAKE ALL CORRECTIONS, REPAIRS, AND
REPLACEMENTS TO THE PLANTING AS DIRECTED BY THE OWNER’'S REPRESENTATIVE AT
THE COMPLETION OF THE MAINTENANCE PERIOD.
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PLANTING LIST
SYM BOTANICAL NAME/ SIZE AVG. MATURE REMARKS
(Common Name) GR/YR SIZE

TREES/SHRUBS _
AU Arbutus Unedo 15 gal. 1-2' 10-20'x10-20'  Drought tolerant,good .
(Strawberry Tree) screen, attractive to

wildlife

Ceanothus ‘Frosty Blue’ 15 gal. 2-4 8-10' x 10’ Fast growing, drought

(California Lilac) tolerant, profuse blue
flowers

Cercis occidentalis 15 gal. 1-3' 10-15' x 10-15’  Drought tolerant,

showy magenta
(Western Redbud) flowers, all year

interest

Heteromeles arbutifolia 156 gal. 1-2' 12-18' x 10-12°  Drought tolerant,
(California Holly) bright redberries,
attractive to birds

Liquidambar styraciflua ‘Palo Alto’ 15 gal. 2-3 60’ x 20’ Brilliant fail color

. (American Sweetgum)

Myrica californica 15 gal. 2-3' 15-18' x 10-12"  Clean looking foliage,
(Pacific Myrtle) attractive to birds

Nerium oleander ‘Sister Agnes’ 15 gal. 3-4 12-15' x 10-12°  Fast growing,
(Oleander White) drought tolerant

PR

ly fast
strong form
e

Quercus agrifolia 15 gal. 2-3
(Coast Live Oak)

MORAGA-Bf

ALL TREES THAT HAVE A MATURE GROWTH OVER 40’ SHALL BE EXPECTED TO GROW AT LEAST 1-FOOT
PER YEAR AND 5-FEET TOTAL IN THE FIRST 5 YEARS AFTER THEY ARE PLANTED. IF A TREE FAILS TO GROW
TO THE SPECIFIED HEIGHT IN THE FIRST FIVE YEARS, THEN THAT TREE OR SHRUB SHALL BE REPLACED.
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